
Specifi cations can diff er depending on model.
Angaben können je nach Ausführung abweichen.
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MAX. NÄHGESCHWINDIGKEIT

 » 6.000 Stiche / Min. 

VOLLAUTOMATISCHE DRUCKUMLAUFSCHMIERUNG MIT 

ÖLFILTER

AUSSTATTUNG:

 » Diff erential-Untertransport mit Schnellverstellung

 »  Farbmarkierte Fadenführungen erleichtern das Einfädeln

 »  mitgehender Nadelschutz am Greiferträge

 »  Integrierter 500 Watt Direktantrieb sorgt für ruhigen und vibra-

tionsfreien Maschinenlauf

 » Reduzierter Energieverbrauch

MAX SEWING SPEED

 » 6.000 spm 

FULLY AUTOMATIC LUBRICATION SYSTEM WITH 

OIL FILTER 

EQUIPMENT:

 » Diff erential drop feed with fast adjustment

 » Color-coded thread guide for easy threading

 »  Synchronized needle guard on looper carrier 

 »  Integrated direct-drive (550 Watt) for smooth and 

vibration-free machine running 

 » Reduction of energy consumption

» GN XXX D

893 504

6.000 • 0.7-1.7
B27

70-100
vertical 0.7-3.8 5

3 1 5 mm

894 514 4 2 6 mm

895 516 5 2 7/10 mm

GN 893/894/895 D
HIGH-SPEED DIRECT DRIVE OVERLOCK SEWING MACHINE
HOCHLEISTUNGS-; OVERLOCK-NÄHMASCHINE MIT DIREKTANTRIEB

42 CHAINSTITCH MACHINES


